




U i ƒ outdB
I 0





A
d

va
n

ta
g

es



SL-2 SL-4

400 kSps

100 kSps

(W × H × D, mm) 256 × 73 × 257 256 × 116 × 257

6.5 kg 8.0 kg

16 32

2 4

I/O DSUB-15/LEMO.1B 8 / 16 16 / 32

(MULTI-IO)

CANSAS

-40~+85

IP65

MIL 810F (40g)

100 MBit

WLAN(WiFi)

UMTS 3G 4G

WLAN/

GPS

CF

PC

PC

(imc Online FAMOS)

NTP

GPS

DCF-77

IRIG-B&DCF-77

CAN

LIN, FlexRay, ARINC, J1587, MVB, XCPoE

EtherCAT slave

Kistler RoaDyn®

(10V-32VDC)

(110-230VAC)

UPS

UPS

imc STUDIO

imc REMOTE
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(CF)

SENSE SENSE

LV-16 16 4 20 kHz 6.6 kHz 250

LV3-8 8 2 100 kHz 48 kHz 5

SC2-32 32 8 100 kHz 28 kHz 250

OSC-16 16 4 5 Hz 1 Hz 50

C-8 8 2 20 kHz 20 Hz 2.5

ISO2-8 8 2 100 kHz 11 kHz 50

ISOF-8 8 2 100 kHz 48 kHz 50

ICPU2-8 8 100 kHz 48 kHz 5

ICPU-16 16 20 kHz 6.6 kHz 250

AUDIO-4 4 100 kHz 48 kHz 25

AUDIO-4-MIC 4 100 kHz 48 kHz 25

BR2-4 4 2 20 kHz 8.6 kHz 5

B-8 8 4 100 kHz 48 kHz 5

DCB2-8 8 4 100 kHz 5 kHz 5

I/O 

CRSL/XXX
DSUB

-15

LEMO BNC

(MULTI-IO)

DI16-DO8-ENC4 4 16 8 4 2 32 MHz

ENC4 2 4 2 32 MHz

HRENC-4 2 4 4 256 MHz

I/O

DI-16 2 16

DO-16 2 16

(DAC)

DAC-8 2 8 ±�10V

SYNTH-8 2 8 synthesizer + PID controller




